BCC Data-Tec™ - Networking Cable - U/UTP

4 Pair Cat 6 U/UTP Cable - B2ca-s1a, d0, al

Applications

Suitable for internal use of Loca
Area Networks and Analogue

& Digital video applications,
supporting Gigabit Ethernet and
POE.

Category
& Data Cables

Standard References
AMNSI/TIA-548-C_2

ISC/IEC 11801 2ND edition
ENS50173-1 & ENS0288-3-1
EM 50575:2014/A1:2016
IEC &0754-182

IEC £1034-1

RoHS 2002,/95/EC

Design
1. Conductor

Solid annealed copper

2. Insulation

Pair 1: WHITE-Blue/Blue

Pair 2: WHITE-Crange/Orange
Pair 3: WHITE-Green/Green
Pair 4: WHITE-Brown/Brown

3. Cross member
Polyethylene

4, Ripcord
Mylon

5. Sheath
LSZH

BZca-sla, d0.al
DoP: BCC1004

Standard Put Up Length

305 metres

COMPLIANT

BRITISH CABLES COMPANY

BCC DATA-TEC™ - WUTP =

Physical Characteristics
Conductor Diameter Ircsulation Diameter Owverall Diameter Cablle Weight Mom. Temperature Range Pin. Bend Radius finstall)
Mom. (mm) Mom. {mm) Mom. [mm} {Kg/Km) Fa [mm)
0.55 (+0.01) 1.00 (+0.05) 6.2 [+0.3) 40 10 ~ +&0 gx oD
Electrical Characteristics at 20°C (part 1)
Impedance Max. Conductor Mutual Capacitance at NWP Min. Insulation Resistance  Bax. Resistance
18} DC Resistance {1k 1KHz (nF/100m) (%) M k) Unbalance (%)
100415 95 &5 5000 20
[1MHz to 100MHz )
Electrical Characteristics at 20°C (part 2)
Frequency Mominal Minirnum Mindmurm Minimurm Plinimum Min. Return Maximam
(MHz) Attenuation MEXT PSHENT ELFEXT PSELFEXT Loss SKEW
(dB/100m) (dE} [dE} [dE) (dB) (dB) {5/ 100em)
1 20 74.3 723 467.8 &4.8 20, 45
1 38 45.3 63.3 55.8 528 230 45
:] 53 408 58.8 49.7 46.7 24.5 45
10 &0 583 57.3 47.5 448 25.0 45
14 7 562 54.2 437 407 250 45
i} 8.5 548 528 1.8 388 25.0 45
25 533 513 398 368 243 45
3125 519 45.9 379 4.9 234 45
425 5.4 47 4 45.4 3e 289 215 45
100 28 44.3 423 78 248 20 45
200 290 w8 ira 218 188 a.0 45
250 328 a3 353 19.8 168 17.3 45
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